TECHNICAL DATASHEET

Easy-Protect 5U

Description
Underlay APP Bituminous Membrane
Reinforcement: Polyester carrier
Upperside ﬁnish: Fine Silica Sand
Underside ﬁnish: Fine Silica Sand
It is not always appreciated that many products used as underslating materials, whilst satisfactory when covered by a tile or slate
roof ﬁnish, have a limited life expectancy where exposed to UV light at roof edges. As such, when failure occurs water is allowed
to run behind the gutter, rotting timber fascias and rafter ends. Repair of this damage is often difﬁcult and costly to repair.
Easy-Protect 5U is a specially cut 500mm or 330mm width of high performance polyester based rooﬁng (BS747 Type 5U)
designed to give long term protection where dressing an underslating felt into an external half round gutter. It can be used with
any under slating materials (including breather membranes), any tile or slate ﬁnishes and in cold or warm roof conﬁgurations. The
use of this material is recommended by BS 5534:2003, code of practice for slating and tiling.
It is recommended that Easy-Trim Easy-Protect 5U is used when dressing underslating into an external half round gutter. This will
ensure long-term performance of the underslating in this location, preventing water from running behind the gutter, rotting timber
fascias and rafter ends.

Dimensions
Nominal roll length:
Nominal roll width:
Nominal roll width:
Pallets:

16m
1.00m, 0.50m or 0.33m
32.0 Kg/roll, 16.0kg/roll or 10.7 kg/roll, depending on roll width
30 rolls/ pallet, 60 rolls/pallet or 90 rolls/pallet, depending on roll width

Features and benefits
•
•
•
•
•

Purpose - made eaves protection starter strip
Tailor made roll size
Durable - will last the life of the roof covering
Universal - can be used with all types of underslating
Rot proof - will not deteriorate, even when wet for long periods
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Easy-Protect 5U
Application

Easy-Protect 5U should be installed in accordance with the recommendations of BS 5534:2003, code of practice for slating and tiling.
Easy-Protect 5U is ﬁxed as the ﬁrst sheet along the eaves, so it can be subsequently dressed over and inside the edge of the external
gutter. The main underslating sheets should be then laid horizontally up the roof from that point. When installing underslating, vertical
laps should be a minimum of 100mm and should be supported over a rafter. Horizontal laps will vary depending on the pitch of the
roof and should be formed in accordance with table set out below.

Roof Pitch
12.5⁰ - 14⁰
15⁰ - 34⁰
35⁰ and above

Horizontal Lap
225mm
150mm
100mm

Reinforcing strips of 600mm minimum should be ﬁxed at hips, ridges and valleys. If used during the winter months, should be stored
between 10⁰C and 20⁰C for 24 hours prior to use and not applied at temperatures below 5⁰C. If applied at temperatures below 10⁰C
the membrane should be warmed gently with a hot air gun at details that involve folding.

Technical characteristics
Characteristics

Values

Units

Tests

Nominal mass per surface unit
Sag resistance at high temperatures
Flexibility at low temperatures
Dimensional stability
Longitudinal tear resistance
Transversal tear resistance
Longitudinal tensile strength
Transversal tensile strength
Elongation at longitudinal break
Elongation at transversal break
Granular adhesion
Root puncture resistance
Behaviour towards external ﬁre

2,0
90
≤ -5
350 ± 100
250 ± 100
25 ± 15
25 ± 15
-

kg/m
ºC
ºC
%
N
N
N/5cm
N/5cm
%
%
%
(Y/N)
X roof (t1)

EN 1849 -1
EN 1110
EN 1109
EN 1107-1
EN 12310 -1
EN 12310 -1
EN 12311-1
EN 12311-1
EN 12311-1
EN 12311-1
EN 12039
EN 13948
ENV 1187
EN 13501-5

Reaction to ﬁre

E

CLASS

EN ISO 11925 -2
EN 13501-1

Water tightness
Resistance to static load
Resistance to impact
Edge resistance to cuts
Durability Flexibility
Durability behaviour at high temperatures

Y
-

(Y/N)
kg
mm
N/5cm
ºC
ºC

EN 1928
EN 12730
EN 12691-A
EN 12317-1
EN 1296 e 1297
EN 1296 e 1297
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